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Betroffene
Muster: alle Gurtzeuge von UPT mit einer Spectra-Leine am

Reservegriff / Reservekissen von 2014 bis einschließlich 03/2015.
Gurtzeuge mit Reservegriffen oder Kissen mit Stahlkabel sind von
dieser Mitteilung nicht betroffen.

Status: verpflichtende Maßnahme

Grund: Untersuchungen haben ergeben, dass sich die Beschichtung der Spectra-Leine am
Reservegriff auflösen kann. Durch die Auflösung der Beschichtung auf der Spectra-
Leine am Reservegriff kann es zu erhöhten Zugkräften bei der Betätigung des
Reservegriffs kommen, die weit über die max. zulässige Kraft gehen.

Maßnahmen: Es sind bei allen im Bulletin aufgeführten Spectra-Leinen-Reservegriffen die
Spectraleinen gegen Originale vom Hersteller beim nächsten Reservepack oder bis
spätestens 31.12.2015 zu tauschen.

Vor dem nächsten Sprung hat eine Überprüfung der betroffenen Gurtzeuge zu
erfolgen. Dabei ist nach der Anweisung von UPT zu verfahren. Siehe auch das
Anleitungsvideo! (http://ripcord.uptvector.com/PSB-2015-01.php)

Im Bulletin von UPT sind die betroffenen Spectra-Reservegriffe mit der
entsprechenden Part- und Lot Nummer benannt.

Diese Überprüfung ist bis zum Tausch der Leine jeden Monat durchzuführen.



UPT weist aber darauf hin, daß vorsichthalber alle Spectra-Leinen-Reservegriffe aus
dem Jahr 2014 überprüft werden sollten.

Vorgehensweise laut SB von UPT:
Der Reservecontainer braucht dafür nicht geöffnet zu werden. Es sollte nicht länger als ein
paar Minuten dauern. Geh auf www.uptvector.com, um das Video der Vorgehensweise
anzusehen.

1. Lege die Reservegriff-Seite des Gurtzeugs über Dein Knie.

2. Entferne den Reservegriff aus seiner Tasche

3. Greife das andere Ende des Reserve-Bungees direkt über dem Pin.

4. Wende mäßigen Abwärtsdruck aus, um die Überlänge zu entfernen, zieh die Leine vor und

zurück im Housing für 10-15 Sekunden,  zwei Durchgänge pro Sekunde. Beobachte den

Reservepin während Du die Vorgehensweise durchführst, um zu vermeiden, dass sich der

Pin bewegt oder das Siegel bricht. Das wird den Überschuss der Polyurethan Beschichtung

glätten und die erforderliche Zugkraft reduzieren.

5. NACHDEM Du Schritt  4 durchgeführt hast, sprühe einen 1-Sekunden-Stoß reines

Silikonspray in jedes Ende des Housings. Das wird dazu dienen, die in der Zukunft die

Zugkraft zu reduzieren. Wir haben keine anderes geeignetes Gleitmittel gefunden, daher

ist es wichtig, nur reines oder Lebensmittelreines Silikonspray zu verwenden,  da andere

Inhaltsstoffe das Bungee in der Leine schädigen können.

KEINESFALLS das Silikonspray vor Schritt 4 aufsprühen, da dies das Housing zu rutschig

macht, um das Polyurethan zu glätten.

6. Ziehe das behandelte Reserve-Bungee unter mäßiger Kraft im Housing hin und her, um das

Silikon ebenmäßig zu verteilen. Sei wiederum vorsichtig, um das Siegel nicht zu

beschädigen.

Obwohl dieses Vorgehen die normale Zugkraft wiederherstellt, ist eine

monatliche Wiederholung des Vorgehens erforderlich und es ist nur als

vorläufige Verfahrensweise zu verstehen, und nur solange anzuwenden bis

das Ersatzkabel eingesetzt ist.

Durchzuführen bis: Vor dem nächsten Sprung!

Dokumentation:
- auf dem Label der Spectra-Leine ist bei jeder Überprüfung ein Kontrollpunkt zu

setzten.
- vermerkt im Dokument des Gurtzeuges die Durchführung der SM wie folgt:

 SM 2015-01: Spectraleinen durchgeführt Datum , Name , Unterschrift

Bemerkungen: Gurtzeuge mit Reservegriffen oder Kissen mit Stahlkabel sind von dieser Mitteilung
nicht betroffen.
UPT ersetzt die Spectra-Leinen für den Reservegriff kostenlos.
Es dürfen nur originale Ersatzleinen von UPT wieder eingebaut werden.

Ein Nachbau der Leinen ist nicht zulässig!!!!

Verteiler: Techniker, Warte, Händler, Vereine, Sprungzentren.
Dresden , den 01.07.2015
Referat Technik DFV Ralf Homuth Geschäftsstellenleiter VuPL
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PRODUCT(SERVICE(BULLETIN!2015!01"

%

ISSUE"DATE:% June%24,%2015%

%

PSB"#:" " 2015101%

%

SUBJECT:% EXCESSIVE%URETHANE%COATING%ON%SPECTRA%RESERVE%RIPCORD%

%

STATUS:% MANDATORY% % % % % % % %% %

"

IDENTIFICATION:"

"

Name:% % Spectra%Reserve%Ripcord%

%

Part%#:% % 024% 029% 001% % SPECTRA%RIPCORD124.5"%

024% 029% 002% % SPECTRA%RIPCORD126"%

024% 029% 003% % SPECTRA%RIPCORD127"%

024% 029% 004% % SPECTRA%RIPCORD128"%

024% 029% 005% % SPECTRA%RIPCORD129"%

024% 029% 006% % SPECTRA%RIPCORD130"%

024% 029% 007% % SPECTRA%RIPCORD131"%

024% 029% 008% % SPECTRA%RIPCORD123.5"%

%

%

Lot%#:% % UPT12014101%

UPT12014108 %

UPT12014110%

UPT12014111%

UPT12015102%%

UPT12015103%

UPT12015103a%

UPT12015103b%

UPT12015103c%

UPT12015103d% % % Locate'the'white'sleeve'on'the'Spectra'reserve'ripcord.'

' ' ' ' ' ' ''''The'top'line'will'read'the'lot'#'as'“UPT9201X9XXX”%

%

%

%

LOT%#%UPT1%2015104%AND%LATER%ARE%NOT%SUBJECT%TO%THIS%PSB.%

%

" "
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%

BACKGROUND:"

%

The%Spectra%Reserve%Ripcord%system%has%been%in%the%field%now%for%over%5%years.%During%that%time,%it%has%

performed%as%expected;%generating%consistently%low%pull%forces%because%Spectra%cord%has%a%very%low%coefficient%

of%friction.%(A%similar%Spectra%main%ripcord%system%has%been%in%use%for%15%years%on%our%Sigma%Tandem%systems).%

%

To%prevent%minor%fuzzing%and%color%loss,%and%to%make%the%finished%Spectra%reserve%ripcord%easier%to%thread%

through%the%housing,%the%finished%ripcord%is%lightly%coated%with%the%same%polyurethane%compound%used%by%

Spectra%line%manufacturers%to%increase%suspension%line%life.%This%process%increases%housing%drag%slightly%but%still%

keeps%it%below%that%of%stainless%cable.%

%%

It%has%recently%come%to%our%attention%that%some%Spectra%ripcord%cables%manufactured%in%late%2014%and%2015%were%

coated%with%the%wrong%mix%of%polyurethane%and%water,%possibly%resulting%in%higher%pull%forces%because%of%

increased%housing/ripcord%friction.%While%we%believe%that%this%affects%only%ripcords%manufactured%from%

December%2014%to%May%2015,%we%are%going%to%consider%all%2014%ripcords%suspect.%

%

While"there"have"been"no"reported"hard"pulls"in"actual"use,%we%will%replace%all%affected%ripcord%cables%free%of%

charge.%%Because%this%will%take%time,%we%have%devised%an%interim%solution%that%will%keep%all%affected%rigs%in%service%

until%the%replacement%Spectra%ripcord%can%be%installed.%

%

"

PROCEDURE"TO"BE"FOLLOWED:"

%

1."The"interim"solution"must"be"accomplished"before"the"next"jump"on"the"equipment."

"

2."The"replacement"ripcord"must"be"installed"at"the"next"scheduled"repack,"no"later"than"December"31,"2015.""

After"this"date,"all"containers"with"affected"spectra"ripcords"are"grounded"until"the"replacement"is"made."

"

"

Interim"solution:%

%

The%rig%owner,%or%a%parachute%rigger,%can%perform%the%procedure;%the%reserve%does%not%need%to%be%opened.%It%

should%take%no%longer%than%a%few%minutes.%Go%to%www.uptvector.com%to%watch%a%video%of%this%procedure%prior%to%

starting.%

%

1. Put%the%ripcord%side%of%the%harness%over%your%knee%

%

2. Remove%the%ripcord%handle%from%its%pocket%

%

3. Grip%the%other%end%of%the%ripcord%just%above%the%pin.%

%

4. Applying%moderate%downward%pressure%to%remove%the%slack,%slide%the%ripcord%back%and%forth%in%the%

housing%for%10115%seconds%at%2%cycles%per%second.%Look%at%the%ripcord%pin%as%you%perform%the%
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%

procedure%to%avoid%moving%it%or%breaking%the%seal.%This%will%smooth%the%excess%polyurethane%coating%

thus%reducing%the%pull%force%

%

5. AFTER%performing%step%#4,%spray%a%one%second%burst%of%pure%silicone%spray%(available%at%hardware%

stores)%into%each%end%of%the%housing.%%This%will%serve%to%further%lower%pull%forces.%We%have%not%tested%

any%other%lubricants,%so%it%is%important%to%use"only"a"“pure”"or"“food"grade”"silicone"spray%because%

other%ingredients%might%damage%the%bungee%cord%inside%the%ripcord.%DO"NOT%spray%the%silicone%

before%step%#4,%as%this%will%make%the%housing%too%slippery%to%smooth%the%polyurethane%

%

6. Slide%the%treated%ripcord%back%and%forth%in%the%housing%under%moderate%tension%5%times%to%evenly%

spread%the%silicone.%Again,%be%careful%not%to%break%the%seal%

.%

%

Although%this%procedure%will%restore%normal%pull%forces,%it%will%require%periodic%re1lubrication%with%silicone%spray%

at%monthly%intervals,%and%it"must"be"considered"a"temporary"solution,%to"be"used"only"until"you"install"the"

replacement"ripcord"cable."""

"

As%a%reminder%use%a%Sharpie%or%similar%permanent%marker,%and%put%a%

visible%dot%on%the%ripcord%data%sleeve.%This%will%represent%the%initial%

treatment%performed%in%June.%%

%

When%you%re1lubricate%in%July,%put%a%second%dot%on%the%backside%of%the%

data%sleeve,%a%third%in%August,%and%so%on,%until%the%replacement%can%be%

installed.%This%will%allow%any%jumper%to%keep%track%of%the%monthly%

lubrication%while%the%interim%solution%is%in%effect.%

"

% %

Replacement:"

"
When%replacing%the%Spectra%reserve%ripcord,%the%rigger%will%reuse%your%existing%handle%and%RSL%pin%

%

1. Take%a%clear%photo%of%the%ripcord%data%sleeve.%We%need%to%know%your%ripcord%length.%%%%%%%%%

%%%

2. %Write%down%your%rig%serial%number.%

%

3. Go%to%www.uptvector.com%for%detailed%instructions%on%submitting%a%request%for%replacement%of%the%

Spectra%reserve%ripcord%

%%%%%%%%

UPT% is%working%as%quickly%as%possible% to%build% replacement%Spectra% reserve% ripcords,%and%will% get% them%out%as%

soon%as%possible.%Until% you%obtain% and% install% your% replacement,% you%may%use% the% current%one%as% long% as% you%

follow%the%directions%of%the%interim%solution."

%
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%

If%you%elect%to%replace%the%ripcord%cable%prior%to%the%due%date%of%your%next%reserve%repack,%the%rigger%who%did%the%

original%pack%job,%may%be%able%to%install%it%without%opening%the%container.%%After%resealing%the%container,%the%

rigger%must%indicate%this%PSB%has%been%complied%with%on%the%packing%data%card.%The%original%(next)%repack%date%

remains%the%same%as%it%was%before%ripcord%replacement.%

%

DISCUSSION:%

%

In%the%US,%maximum%allowable%pull%force%is%22%pounds%(10%Kilograms)%with%the%riggers%seal%in%place.%This%force,%

measured%at%the%ripcord%handle,%is%a%combination%of%the%force%required%to%move%the%pin,%the%housing%friction,%and%

the%force%required%to%break%the%seal%thread.%The%standard%does%not%specify%how%this%is%to%be%measured,%but%there%

are%basically%only%two%ways,%which%could%be%called%“Static”%or%“Dynamic”.%The%static%force%is%measured%by%pulling%

the%ripcord%handle%very%slowly%while%it%is%attached%to%a%hand%held%spring%(fish)%scale.%To%measure%the%dynamic%

force,%where%a%ripcord%is%pulled%quickly,%as%in%real%life,%requires%a%digital%scale%with%the%correct%sampling%rate%and%

peak%force%recording%ability.%Our%tests%using%such%equipment%show%that%dynamic%pull%force%is%often%less%than%half%

of%the%static%pull%force.%

%

This"research"confirms"an"important"fact"of"which"all"jumpers"should"be"aware:"A"quick"“jerk”"on"the"handle"

will"give"a"much"easier"pull"than"will"a"slow"steady"application"of"force."

"

%
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